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iD2 PARTITION SYSTEM 

 

SPECIFICATIONS           

 

• Frameless glass partition system, 75mm or 100mm thick. 

• Aluminium profiles, silver anodised or RAL powder-coated. 

• Top and down runners : 26 x1.5mm or 40x1.5mm. 

• Single glazing or double glazing profile. 

• Glass-to-glass junction with double-sided transparent adhesive or glazing groove or 

an aluminium microprofile. 
 

• Doorframe profile : square or rounded. 

• Full-height single or double glass partition : toughened glass, 10mm or 12mm, with 

polished edges, sanded glass and decorative film possible. 

• Frameless glass right angles, T junctions, and variable angles, with 3M two-sides 

adhesive tapes or silver anodised aluminium microprofiles. 

• Swing doors :   Laminated wooden door, 40mm thick,  

Aluminium-framed glass door, single or double glass,  

Frameless security glass door, 8mm or 10mm thick. 

• Light switch can be integrated to the doorframe jamb. 

• Acoustics :  Rw=41dB, double glazed, 10+10mm (Test report  n°BPI2.7.6155) 

Rw=43dB, double glazed, 12+12mm (Test report n°BPI2.7.6155) 

Rw=44dB, double glazed, 10+12mm (Test report n°BPI2.7.6155) 
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PICTURES             
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